
  
Official distributor for:  DELO is a world-leading manufacturer of industrial adhesives and specialist in the field of high-tech adhesive processes for technical applications  

 

Siko – Superglue 
 

Technical Data 
This series of Siko cyanoacrylate adhesives is available in many viscosities, bonding speed 
and functionalities for you to choose from. Available in 20g, 50g and 500g bottle to 20kg bulk. 
 
 
 
 
 
 
 

Properties Application areas 
 Can be applied to various materials and gaps  Long shelf life  High viscosity for use on vertical surfaces 

 Electrical components  Automotive applications 
 

Product Type Viscosity 
 
 

(mPas) 

Curing time 
 

Gap fill 
 
 

(MM) 

Shear 
strength-

tensile 
(Kg/cm²) 

Temperature 
range 

SIKO 
CA 2400 

Ultra thin 2-5 Fast 0.1270 220 -50ºC to 80ºC 
SIKO 

CA 2401 
Thin 75-125 Medium 0.1270 220 -50ºC to 80ºC 

SIKO 
CA 2403 

Medium 300-500 Medium 0.2032 220 -50ºC to 80ºC 
SIKO 

CA 2407 
Thick 700-1000 Medium 0.2032 220 -50ºC to 80ºC 

SIKO 
CA 2412 

Extra thick 1200-1500 Slow 0.2032 220 -50ºC to 80ºC 
SIKO 

CA2424 
Ultra thick 2200-3000 Slow 0.2032 220 -50ºC to 80ºC 

 
SIKO CA Activator Activator, spray can 150ml. 

  

Contact: 
 Siko BV Winkelskamp 1 7255 PZ Hengelo (gld) The Netherlands Tel:  +31 (0)575 46 20 25 Fax: +31 (0)575 46 10 87 E-Mail:    info@sikobv.eu Internet:  www.sikobv.eu   
 

 
  


